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SOLAR SHELTER / CANOPY
BEACON

Solar power and battery storage for under shelter lighting or other devices 
such as CCTV or USB charging .

SOLAR

Solar Panel 110Wp

Panel Efficiency 22%

BATTERY

Battery Type LiFePO4 (12.8v)

Battery Capacity 36 Ah / 460.8 Wh (1 battery)

72 Ah / 921.6 Wh (2 batteries)

108 Ah / 1382.4 Wh (3 batteries)

MOUNTING

Mounting Roof mounted using included bracket system

Typical Use / Application Rooftop / flat or profiled metal roofing

MECHANICAL / ENVIRONMENTAL

Material 6063-T5 aluminium alloy

Finish Black / Silver powder coat

IP Rating IP66 Unit housing / IP68 Connectors

IK Rating IK08

Operational Temp Range -4°F to + 140°F 

Expected Lifetime 100,000 hours (L90 B10)

Certifications CE, FCC, UL8801, ANSI C136.31, ISO 9001

Warranty 5* year warranty

MODULAR DESIGN

*Refer to full warranty document for T&Cs

MSL-AEROMAX-110 / 220
INSTALLATION GUIDE V1.0

PARTS INCLUDED

MSL-AEROMAX-110/220 BRACKET PN: GFS-AER-10800

QUANTITY X 4 MSL-AEROMAX-110

QUANTITY X 8 MSL-AEROMAX-220

6G X 15 MM SELF TAPPER SCREW, ZINC

QUANTITY X 12 MSL-AEROMAX-110

QUANTITY X 24 MSL-AEROMAX-220

M4 WASHER, ZINC

QUANTITY X 12 MSL-AEROMAX-110

QUANTITY X 24 MSL-AEROMAX-220

RECOMMENDED FOR ROOF MOUNTING

10G-16 X 32 MM FULL THREAD PAN POST 

TORX (T25) COARSE METAL SELF 

DRILLING SECURITY SCREW STAINLESS 

STEEL
QUANTITY X 16 MSL-AEROMAX-110

QUANTITY X 32 MSL-AEROMAX-220

M5 WASHER, STAINLESS STEEL

QUANTITY X 16 MSL-

AEROMAX-110
QUANTITY X 32 MSL-

AEROMAX-220

INSTALLATION

Place the Aeromax Solar Panel on a protective surface face down. Remove the 4 corner M4 screws from the 4 corners of the Aeromax and 

discard.

Place the MSL-Aeromax-110/220 Brackets on the 4 corners of the Solar Panel. Align the existing holes with the Bracket ensuring that the majority

of the Bracket is on the Solar Panel. The middle screw will drive a new hole. Use the 6G X 15 MM SELF TAPPER SCREW, ZINC with the washers to fix the 

Brackets to the Solar Panel.

MSL-AEROMAX-110 /220
INSTALLATION GUIDEV1.0

PARTSINCLUDED

MSL-AEROMAX-110/220BRACKET PN:GFS-AER-10800

QUANTITYX 4MSL-AEROMAX-110

QUANTITYX 8MSL-AEROMAX-220

6G X 15 MMSELF TAPPERSCREW, ZINC

QUANTITYX 12MSL-AEROMAX-110

QUANTITYX 24MSL-AEROMAX-220

M4WASHER, ZINC

QUANTITYX 12MSL-AEROMAX-110

QUANTITYX 24MSL-AEROMAX-220

RECOMMENDEDFOR ROOF MOUNTING

10G-16 X 32 MM FULL THREAD PANPOST 

TORX (T25) COARSEMETAL SELF 

DRILLING SECURITYSCREW STAINLESS 

STEEL
QUANTITYX 16MSL-AEROMAX-110

QUANTITYX 32MSL-AEROMAX-220

M5WASHER,STAINLESS STEEL

QUANTITYX 16MSL-

AEROMAX-110
QUANTITYX 32MSL-

AEROMAX-220

INSTALLATION

Place the Aeromax SolarPanelon a protective surfaceface down.Remove the 4corner M4 screws from the4 corners of the Aeromaxand 

discard.

Place the MSL-Aeromax-110/220Bracketson the 4 corners of the Solar Panel. Align the existing holes with the Bracket ensuring that the majority

of the Bracket is on the Solar Panel.The middle screw willdrive a new hole.Use the6G X 15 MM SELF TAPPERSCREW, ZINCwith the washers tofix the 

Brackets to the SolarPanel.


